G6¢

SHOULDER
e
—
SHOULDER N
TMA =t
SEE NOTE 12 ©
EDGE OF SHOULDER
(7]
\ SEE NOTE 3 SEE NOTE 11 SEE NOTE 11 -]
m SC15 (CA) 4
DO NOT SIGN PANEL
or TYPE T FAS pass SC13(CA) SEE NOTE 6 O
SIGN PANEL >
sLOw T™A o
TRAFFIC SC12(CA) SEE NOTE 5 U
AHEAD SIGN PANEL
SEE NOTE 1
LEGEND SIGN PANEL SIZE (Min) v
_———— r
72" x 42"
Vi SIGN VEHICLE >
54" x 42" 4
NOTES: v2 SHADOW VEHICLE
E— 54" x 24" _|
1. Either a changeable message sign or a SC12(CA) "SLOW TRAFFIC AHEAD" 7. All venhicles shall be equipped with flashing or rotating V3 WORK/APPLICATION VEHICLE -
sign shall be mounted on the rear of sign vehicle V1. The changeable amber lights. ~
message sign shall be sequenced to show the "CAUTION" message first, R R R R V4 SIGN VEHICLE
follow by the "SLOW TRAFFIC AHEAD" message. A Type I flashing arrow 8. Sign venicle V4 will not be required when fhe work and
sign may be used with the SC12(CA) sign panel. vehicles ‘VZ and V3.ore 2" or more f‘romﬁrhe‘ cerﬁrer\m.e TMA TRUCK-MOUNTED ATTENUATOR
of the highway during the work or application operations.
2. Sign vehicle V1 shou\d_ be positioned where highly visible when . . FLASHING ARROW SIGN (FAS)
shoulders are not available. 9. All vehicles used for lane closures shall be equipped IN FLASHING CAUTION MODE
with two-way radios and the vehicle operators shall
If t;ofﬁchueuefh deved\op% sign vehicle V1 should be positioned mo\rﬁrim communication during the work or application m FLASHING ARROW SIGN (FAS)
upsiream from The end of queue. operation. IN ALTERNATING DIAMOND CAUTION
4. Vehicle-mounted sign panels shall have Type I or above 10. This plan shall not be used where workers would be
retroreflective sheeting, black on white, or black on on foot in the work area. Use a stationary type lane
fluorescent orange, with 6" minimum series D letters per closure (Standard Plan T13) for this condition.
Caltrans sign specifications. L R . R
11. Minimize spacing between vehicles V2 and V3 and vehicles V3
5. Shadow vehicle shall be equipped with a truck-mounted attenuator. and V4 to deter road users from driving in between them.
Iziics\‘egnvgm"(eh‘eS;ZZZGSZG“‘LADSE ZT%ZE%? ’:2 H;: Zz:; ?: srqocd:wc{ 12. If sign vehicle V1 encroaches into the traffic lane due to STATE OF CALIFORNIA
+he "DO NO‘T PASS" mesgsoge Y P insufficient shoulder width, sign vehicle V1 shall be equipped DEPARTMENT OF TRANSPORTATION
. with a truck-mounted attenuator. Sign vehicle V1 shall stay
6. The sign panel shown shall be mounted on the front of sign as close to the edge of shoulder os practicable. TRAFFIC CONTROL SYSTEM
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vehicle V4, facing opposing traffic.
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